Energy Codes 2010 July

ENERGY CODES 2010

Residential HVAC Design
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Load Calculation- ACCA Manual J (8% Edition)

WHY DESIGN??

e Oversized equipment degrades humidity control

e Oversized equipment requires larger ducts

e Oversized equipment has a higher up front cost

e Under-sizing equipment can cause discomfort during severe weather

o Oversized equipment causes short cycling and reduces the air conditioning
systems ability to remove moisture

e Equipment that is sized properly operates more efficiently and economically

e Increased duct system efliciency

¢ Demonstrate “due diligence” in a court of law

e Equipment size typically 30-50% smaller than systems designed by “rule of
thumb”

e Reduce operating cost
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2009 IRC

M1401.3 Sizing. Heating and cooling equipment shall be sized in accordance with ACCA Manual
S based on building loads calculated in accordance with ACCA Manual J or other approved heating
and cooling calculation methodologies.

M1601.1 Duct design. Duct systems serving heating, cooling and ventilation equipment shall be
fabricated in accordance with the provisions of this section and ACCA ~ Manual D or other
approved methods.

M1601.3.1 Joints and seams. Joints of duct systems shall be made substantially
airtight by means of tapes, mastics, gasketing or other approved closure systems. Closure systems
used with rigid fibrous glass ducts shall comply with UL 181A and shall be marked “181A-P” for
pressure-sensitive tape, “181A-M” for mastic or “181A-H” for heat-sensitive tape. Closure
systems used with flexible air ducts and flexible air connectors shall comply with UL 181B and
shall be marked “181B-FX for pressure-sensitive tape or “181B-M” for mastic. Duct connections
to flanges of air distribution system equipment or sheet metal fittings shall be mechanically fastened.
Mechanical fasteners for use with flexible nonmetallic air ducts shall comply with UL 181B and
shall be marked 181B-C. Crimp joints for round metal ducts shall have a contact lap of at least 1.5
inches (38 mm) and shall be mechanically fastened by means of at least three sheet metal screws or
rivets equally spaced around the joint. Closure systems used to seal metal ductwork shall be installed
in accordance with the manufacturer’s installation instructions.

N1103.2.2 Sealing.
Ducts, air handlers, filter boxes and building cavities used as ducts shall be sealed. Joints and seams

shall comply with Section M1601.4. Duct tightness shall be verified by either fo the following:

1.Post-construction test: Leakage to outdoors shall be less than or equal to 8 cfm (3.78 L/s) per 100
£t2 (9.29 m2) of conditioned floor area or a total leakage less than or equal to 12 cfm (5.66 L/s) per
100 ft2 (9.29 m2) of conditioned floor area when tested at a pressure differential of 0.1 inch w.g. (25
Pa) across the entire system, including the manufacturer's air handler end closure. All register boots
shall be taped or otherwise sealed during the test.

2.Rough-in test: Total leakage shall be less than or equal to 6 cfm (2.83 L/s) per 100 {t2 (9.29 m2) of
conditioned floor area when tested at a pressure differential of 0.1 inch w.g. (25 Pa) across the
roughed in system, including the manufacturer's air handler enclosure. All register boots shall be
taped or otherwise sealed during the test. If the air handler is not installed at the time of the test,
total leakage shall be less than or equal to 4 cfm (1.89 L/s) per 100 ft2 (9.29 m2) of conditioned floor
area.

Exception: Duct tightness test is not required if the air handler and all ducts are located within
conditioned space.

A reasonably well accepted definition of ‘substantially airtight ductwork’

‘If ductwork 1s located inside the buildings thermal envelope the
ductwork shall not leak more than 10% of design airflow’

‘If ductwork 1s located outside the buildings thermal envelope the
ductwork shall not leak more than 5% of design airflow’
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The Residential HVAC Design Process:

1. Load Calculation- ACCA Manual J (8™ Edition)

The entire design process leads to and rests upon the room to room load calculations. It is
the Manual J that calculates the homes heating and cooling needs. (Does the ‘Code’ require
cooling?) This includes each separate room’s thermal requirements. You do want each room to be
comfortable, don’t you??

There are many times when more than one HVAC system is required to meet a homes
heating and cooling needs. A zoning plan would then need to be developed. ACCA
Manual RS provides in-depth information on zoning and system selection. Zoning and
system selection MUST be part of the homes design process.

2. Equipment Selection- ACCA Manual S

Now that the load calculation is done, proper sized equipment can be selected.
Equipment selection has its own set of rules. Learning how to read and interpret the
manufactures equipment performance data including the fine print. The goal here is to
select equipment that will:
1. Meet the homes calculated heating and cooling needs under design
conditions.
2. Will have enough blower power to move the correct amount of air
through the duct system.

3. Duct Design — ACCA Manual D

In residential systems, the duct system 1s designed to match the equipments blower
capabilities. Not the other way around!! Careful attention must be paid to duct length and
type of fittings used. Proper attention to duct design will insure that the needed amount of
conditioned air is delivered to each room.

4. Room Air Distribution — ACCA Manual T

Selecting the proper sized grilles and registers has its own set of requirements. You
could have a properly sized system, perfect equipment, an outstanding duct system and
ruin everything with the incorrect grilles and registers.
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WHAT IS NEEDED FOR AN ACCURATE LOAD CALCULATION?

e Use outdoor design Conditions from M]J8 Table 1A
These values are not the worst weather conditions ever experienced in a
city; but they do represent extremes that on the average will only be
exceeded a few dozen hours per season. Local code requirement may
supercede theses values.

1% Summer Outdoor Drybulb, The outdoor temperature that will only be
exceeded for 1% of the hours of a standard weather year, as defined by the bin hour
data for that location.

99% Winter Outdoor Drybulb, The outdoor temperature that will be equal to or less
than 99% of the hourly outdoor temperature that will occur during a standard weather
year, as defined by the bin hour data for that location.

Tabie 1A
Cutdoor Design Conditions for the United States
Location Elevation| Latitude | Winter Summer T
Feet Degrees Healing Cooling | Coincident Des_ign Dss!g.n. R Deslgﬂ e “Baiiy
North 99% 1% Waet Bulb Grains Grains Grains Range
Dry Bulb | Dry Bulb 55% RH 80%RH | 45% RH (BR)
Colorado
Alamosa AR 7543 37 -1 82 55 -53 -45 -40 H
Boulder 5385 4n 0 o1 59 -47 -40 34 H
Colarado Springs AP &171 k1) 4 87 58 -46 -39 -33 H
Craig 6283 40 12 BS 56 52 45 -39 H
Denver AP 5283 38 -3 90 59 a6 -39 -33 H

Coincident Wet Bulb represents the average wet-bulb temperature expected to co-exist with the 1%
dry-bulb temperature
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WHAT IS NEEDED FOR AN ACCURATE LOAD CALCULATION?

e Indoor design conditions

Winter 70° Dry Bulb at a RH that will not produce visible condensation
this is typically not more than 30%.

Summer 75° Dry Bulb at 50% RH
This is psychometrically equivalent to 62° wet bulb. This will be important when
we size the cooling equipment.

e Infiltration Estimates
Full credit should be taken for the type of construction used. This could be
from blower door tests or builders track record. MJ8 has five construction quality
types Tight, Semi-Tight, Average, Semi-Loose and Loose.

ACH
Heating  Cooling
Tight ---------- .10 .05
Semi-Tight -- .19 .10
Average ------ .28 15
Semi-Loose -- .43 23
Loose --------- .58 .30

Typically builders will use ‘Average’ construction. See Manual J Table 5A.

e Solar Loads Associated with Glass
In MJ8 solar gains are ignored in the heating calculation. This produces a
conservative estimate of the load associated with an extended period of
heavy day time cloud cover. In the case of the MJ8 cooling load, the
tabulated data provides an estimate of the combined load (solar and
conductance) associated with the glass, by direction of exposure. Be sure
and take credit for drapes, insect screens, blinds, external screens and
overhangs.

e Duct losses and Gains
Where and how ducts are installed can have a large impact on the required
loads. Ducts installed in an attic can add a ton or more to the air

conditioning load. Leaky ductwork can range from 30% to more
than 45% of the blower CFM.
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WHAT IS NEEDED FOR AN ACCURATE LOAD CALCULATION?

e (Conduction Loads
The structural component conduction loads caused by the design
conditions can be reasonably calculated. The designer should take full
credit for all construction details. R-values, mass walls, etc.

e Ventilation Loads
Some builders may choose to bring in ventilation air or may be required
by the local code. How the ventilation air is introduced into the system
will determine the effect on heating or air conditioning loads. Is the air
brought directly into the return air trunk line or through a heat-recovery
devise?

e Internal loads
M]J8 provides some generic values for internal loads created by people and
appliances.
Defaults for MJ8:
Appliances — 1500 Btuh per appliance
People — 230 Btuh Sensible, 200 Btuh Latent, 20 cfm of ventilation air

per person
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Load Calculation- ACCA Manual J (8" Edition)

There are four accredited ACCA Manual J 8" Edition software programs

Elite RHVAC
Wrightsoft Right-J8
Nitek HVAC Wizard
Adtek AcculLoads

Manual J-AE (Abridged Edition) has limitations:

l.

e

The structure 1s a single family detached dwelling; the total window, glass door and skylight
area does not exceed 15% of the associated floor area.

The glass is equitably distributed around all sides of the dwelling — the dwelling appears to
have obvious and sufficient exposure diversity.

Heating and cooling is provided by a central, single zone, constant volume system.

The comfort system 1s not equipped with a ventilation heat exchanger or a ventilating
dehumidifier.

These are the first four of twenty-six different requirements that must be answered with a ‘Yes’
to confirm that MJ-AE is the appropriate calculation tool. MJ-AE is very good for learning the
basic requirements for residential load calculation.
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DEFINE YOUR THERMAL BARRIER

* Building thermal barrier consists of:
* Fenestration
Ceilings
Walls
* Above grade
* Below grade
* Mass walls
Floors

Slab

Crawl space

Conditioned space
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Today’s House
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Weather Data from Table 1A
1% Summer Outdoor Drybulb = 90° F
99% Winter Outdoor Drybulb = 3° F
Elevation = 5333’
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wrightsoft- Project Summary
-|+I- 9 Entire House

Gil Rossmiller

Energy Codes 2010 July

Jab:
Date: Feb 2010
By:  Gil Rossmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weaathar: Darver, CO, LS
Winter Design Conditions Summer Design Conditions
Outsida db 3 °F Outside db an F
Inside db 7O °F Inside db 5 °F
Dasign TD 67 °F Design TD 15 °F
Daily range H
Relative humidity 50 %
Muoisture difference -36 grlb
Heating Summar . : -
9 1{ ) [Daily Range is the average difference between
Diructure 2B025 B the daily high and low dry bulb temperatures al
Cenfral vent (64 cfm) 2BET Btuh a particular locat
fntral vont (¢ SBE7 Blun a particulan Iu_\allun. -
Fiping 0 Biuh Low (L) = swing less than 167 F
i [erte] . . o o
Equipment load 29891 Buh Medium (M) = swing between 16° F and 25° F
Infiltration High (H)y = swing exceeds 25° F
Method Simplified
Construction quali Avarage : . : T
Firaplaces quality % Moisture DNifTerence is the absolute humidity
. . differential between the outdoor air and the
H@atu‘nE CDGLII‘I&I . . . ) .
Mrea (ft5 2 360 indoor air, c.\:pl'cs:ecd In arams ol water per
W lume it 14464 14464 yound of air
Ajr changeshour 0.28 0.15 pound of air.
Equiv. AVF (cfm) a7 B
Heating Equipment Summary — .
Make Camier Make Carrier
Trade Camier Trade Base 13 Puron AC
Miodel SAMCBOO-12x Cond 24ABAI24A30
GAMAID 144278 Coil CAP** 241458 ++TDR
ARlref no, 728723
Efficiency 921 AFUE Efficiency 11.6 EER, 12 SEER
Heating input 40000 Btuh Sensible cooling 12148 Btuh
Haating output 33156 Btuh Latant cooling 3203 Btuh
Temperatura rise 44 °F Total cooling 21350 Btuh
Actual air flow 830 cfm Actual air flow 995 cfm
Air flow factor 0.032 cfm/Btuh Air flow factor 0.063 cfm/Btuh
Static pressure 0.70 in H2O Static pressure 070 inH20
Space thermostat Load sansible haat ratio 1.00
Printout certified by ACCA to mest all requirements of Manual J &th Ed.
S - wurightsoft RighSuilsd Uriversal 7.1.16 REUDGI3A 2010L Jan 26 10:1325
AC CiDecuments arvd Sellingsigrossmiller Desklop' Desk TepiCCICC Mards 200 CCICS March 2010 Manua JC Page 1

© Gil Rossmiller 2010
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wrightsoft- Project Summary
+F- 9 Entire House

Gil Rossmiller

Energy Codes 2010 July

Jaokb:
Date: Feb 2010
By:  Gil Roessmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weather: Derver, SO, LS

Winter Design Conditions

Outside db 3 °F
Inside db 70 °F
Design TD 67 °F

Heating Summary

Structure 26025 Btuh
Ducts 0 Btuh
Canitral vent (64 cfm) 2B6T Biuh
Hurnidification 0 Btuh
Fiping 0 Btuh
Equipment load 28891 Btuh

Ducts with no load would be located
entirely inside the buildings thermal
barrier.

Central vent is the result of infiltration
and ventilation air.

Heating Equipment Summary

fMake Camier

Trade Carrier

flodel EAMCEOA0-12%

GAMAID 144278

Efficiency 921 AFUE
Heating input 40000 Btuh
Heating output 33156 Biuh
Temperature rise 44 °F
Actual air flow 230 cfm
Air flow factor 0.032 cfm/Btuh
Static pressure 0.70 in H2D
Space thermostat

Summer Design Conditions

Outside db a0 °F
Inside db 75 °F
Design TD 15 °F
Daily range H
Relative humidity 20 %
Moisture differance -36 grlb

Sensible Cooling Equipment Load Sizing

Structure 15736 Btuh
Ducts 0 Btuh
Central vent (64 cfm) 877 Btuh
Blower 0 Btuh
Use manufacturer's data W

Rate/swing multiplisr 1.00

Equipment sensibla load 18313 Btuh

Latent Cooling Equipment Load Sizing

Structure 274 Btuh
Ducts 0 Btuh
Central vent (64 cfm) -1281 Btuh
Equipment latert load 0 Btuh
Equiprment total load 18513 Btuh
Req. total capacity at 0.85 SHR 1.6 ton

Cooling Equipment Summary

Make Carrier

Trade Base 13 Puron AC

Zond 24ABA324A30

Caoil CAP* 24145 ++TDR

ARl ref no. 738723

Efficiency 11.6 EER, 12 SEER
Sensible cooling 18148 Btuh
Latent cooling 3203 Btuh
Total cooling 21250 Btuh
Actual air flow 995 cfm
Air flow factor 0,063 cfm/Btuh
Static pressure 0.70 inH20
Load sensible heat ratio 1.00

Printout certified by ACCA to mest all requirements of Manual J &th Ed.

—H-l— wrrightsoft Right-Suils® Uriversal 7.1 16 RELIOGE2S
ﬁk [

2010 Jan 28 10: 1226

Documents and Sellingsigrossmiller Deskiop'Desk TopiCCICC March 201 0GCCICC March 2010 Manua JC Page 1
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Project Summary
Entire House
Gil Rossmiller

'|+|' wrightsoft

Energy Codes 2010 July

Jab:
Date: Feb 2010
By:  Gil Ressmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weather:

Winter Design Conditions

Outside db 3 °F
Inside db 70 °F
Design TD 67 °F

Heating Summary

Structurs 26025 Btuh
Ducts 0 Btuh
Cenfral vent (54 cfm) 2BET Btuh
Hurnidification 0 Btuh
Fiping 0 Btuh
Equiprnant load 29891 Btuh
Infiltration
fMethod Simplified
Construction quality Avarage
Fireplaces [i]
Haatin Coolin
HArea (ft 3633 SBIIIéJ
Wiolume (fE) 14464 14464
Air changes/hour 0.28 015
Equiv. AVF (cfim) a7 &S]

Volume is the above grade volume
Adr changes /hour for heating 1s done
with a 15 mph wind and 7.5 mph for

cooling

AVFEF = Air Volume Flow

Derver, SO, US

Summer Design Conditions

Cutside db a0 F
Inside db 75 °F
Design TD 15 °F
Daily range H
Relative hurnidity 50 %
Moisture difference -36 grlb

Sensible Cooling Equipment Load Sizing

Structure 15736 Btuh
Ducts 0 Btuh
Central vent (64 cfm) 877 Btuh
Blower 0 Btuh
Use manufacturar's data Y

Rate/swing multiplier 1.00

Equipment sensible load 18513 Btuh

Latent Cooling Equipment Load Sizing

Structura 274 Btuh
Ducts 0 Btuh
Central vent (64 cfm) -1281 Btuh
Equipment latert load 0 Btuh
Equipment total lcad 18213 Btuh
Rieq. total capacity at 0.85 SHR 16 ton

Cooling Equipment Summary

Make Carrier

Trade Base 13 Puron AC

Cond 24ABA324A30

Cail CAP* 241458 ++TDR

ARl ref no. 738723

Efficiency 11.6 EER, 13 SEER
Sensible cooling 18148 Btuh
Latant cooling 3203 Btuh
Total cooling 212350 Btuh
Actual air flow 995 cfm
Air flow factor 0,063 cfm/Btuh
Static pressure 070 inH20
Load sensible heat ratio 1.00

Printout certified by ACCA to mest all requirements of Manual J 8th Ed.

- —|+|— wrrightsoft Right-Suils® Uriversal 7.1 16 RELUDGO2S
.-K:%k C4Dec

200 Jan 28 10: 1226

ument= and Settingsigrosamiller Deskiop' Desk TopiCCICC Mards 201 CCICC March 2010 Manua JC Page 1

© Gil Rossmiller 2010
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i Jak:
'|'F' wrightsoft Project Summary Date: Fab 2010
Entire House By:  Gil Rossmiller

Gil Rossmiller

Project Information

For: Colorado ED Inst. March 2010

Motes:

De : T
: Sensible Load

The heat gain of the home due to
conduction. solar radiation, infiltration,

_ appliances, people and pets. Burning a
outside db -k light bulb. for example, adds only sensible
Design TD 67 °F load to the house. The sensible load raises
the dry-bulb

Weather: Dernver, C

Winter Design Conditions

Heating Summary Sensible Cooling Equipment Load Sizing
Structurs 26025 Btuh Structura 15726 Btuh
Ducts 0 Btuh Ducts 0 Btuh
Cantral vent (64 cfm) 2BET Btuh Central vent (64 cfm) 877 Btuh
Hurmi dification 0 Btuh Blower 0 Btuh
Fiping 0 Btuh
Equiprmert load 29891 Biuh Use manufacturar's data y
Rate/swing multiplier 1.00
Infiltration Equipment sensible load 18513 Btuh
Method Simplified Latent Caoling Equipment Load Sizing
Constnuction quality Avarago
Fireplaces 0 Structure 274 Btuh
Ducts 0 Btuh
Héix‘ggg Cc--::ulinaj Central went (G4 cim) -1281 Btuh
Hfrea it A 360 Equipment latert lcad 0 Btuh
Wolume () 14464 14464
Ajr changes hour 0.28 015 Equipment total load 18213 Btuh
Equiv. AVF {cfm) 67 25 Req. total capacity at 0.85 SHR 16 ton
Heating Equipment Summary Cooling Equipment Summary
Make Camier IMake Carrier
Trade Carmier Trade Base 13 Puron AC
Model SAMCBOMO-12% Cond 24ABA324A30
GAMA D 144278 Coail CAP* 24145 ++TOR
ARl ref no, 728723
Efficiency 921 AFLUE Efficiency 11.6 EER, 12 SEER
Heating input 40000 Btuh Sensible cooling 18148 Btuh
Heating output 33156 Btuh Latant cooling 3203 Btuh
Temperature rise 44 °F Total cooling 21350 Btuh
Actual air flow 220 cfm Actual air fiow 995 cfm
Air flow factor 0.032 cfm/Btuh Air flow factor 0.063 cfm/Btuh
Static pressure 070 in H2O Static pressure 070 inH20
Space thermostat Load sensible heat ratio 1.00
Printout certified by ACCA to mest all requirements of Manual J &th Ed.
;'(_SL - wrrightsoft Righ-Suilsd Universal 71,16 RS0G04 2010 ban 25 10:13:25
AC Chibecuments and Settingsigrosamiller' Deskiop' Desk ToptCCICE Mards 201 WCCICE Karch 2010 Manuad 1 C Page 1
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i Jak:
'|'F' wrightsoft Project Summary Date: Fab 2010
Entire House By:  Gil Rossmiller

Gil Rossmiller

Project Information

For: Colorado ED Inst. March 2010

Motes:

Design Information

Weather: Denver, SO, LS

Winter Design Conditions Summer Design Conditions

Cutside db 3 °F Cutside db a0 “F
Inside db 70O °F Inside db 75 °F
Design TD 67 °F Design TD 15 °F
Daily range H
Relative hurmidity 50 %
Moisture difference -36 grlb
Heating Summary Sensible Cooling Equipment Load Sizing
Structurs 26025 Btuh Structura 15726 Btuh
Ducts 0 Btuh Ducts 0 Btuh
Cantral vent (64 cfm) 2BET Btuh Central vent (64 cfm) 877 Btuh
Hurmi dification 0 Btuh Blower 0 Btuh
Fiping 0 Btuh
Equiprmert load 29891 Biuh Use manufacturar's data y
Rate/swing multiplier 1.00
Equipment sensible load 18513 Btuh

Latent Cooling Load
The net amount of moisture added to the
inside air by people, plants, cooking.

Latent Cooling Equipment Load Sizing

Structure 274 Btuh
Ducts 0 Btuh

infiltration and anv other moisture Certral vent (64 cim) -1281 Btuh
e - Equipment latent icad 0 Btuh

sOUrce.

3 ' eih]a - At Equipment total load 18213 Btuh

SHE = Sensible Heat Ratio Req total capacity at 0,85 SHR S

The ratio of sensible load to total load - p
Cooling Equipment Summary

T 3 .y IMake Carrier

[\-fll'l'l["lk ] ['w."LI:'\'-. deé EF:‘IEE' .13 F'LIFEII'I AC

6613/ 16,613 |00 Cond 24ABA3Z4A30
Caoil CAP* 241458 ++TDR
AEE'I e AT 11.6 EER, 13 SEER

- Har are e eino WS iciency N 13

S0 why are we using .83 77 Sensible cooling 18148 Biuh
Latant cooling 3203 Btuh
Total cooling 21350 Btuh
Actual air flow 995 cfm
Air flow factor 0,062 cfm/Btuh
Static pressure 070 inH20
Load sensible heat ratio 1.00

Printout certified by ACCA to mest all requirements of Manual J &th Ed.

H‘%L —H-'— wrrightsoft Right-Suilsg Uriversal 7.1.16 RELIDEE3S
AC Chibecuments and Settingsigrosamiller' Deskiop' Desk ToptCCICE Mards 201 WCCICE Karch 2010 Manuad 1 C

2010 Jan-26 10:12:26
Page 1
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Sensible Heat Equation to calculate a preliminary cooling CFM

CFM = Sensible Load [ (1.1 x ACF x AT)

Where:

Sensible Load (Btuh) is the sensible cooling load from the M]J8 load calculation.

CFM (cubic feet per minute) is the volume of the air moving through the furnace and the indoor
cooling coil.

1.1 1s a physical constant for the equation.

ACF (altitude correction factor) is the adjustment for air density at the local altitude.

AT is the temperature difference in the air between the inlet and the outlet furnace/cooling coil.
We will use the table from Manual S.

Sensible Heat Ratio vs. Cooling Coil Temperature
Difference (AT)

JSHR AT
Below 0.80 21° F
0.80—0.85 19° F

Above 0.85 17° F

AT = Entering Dry Bulb — Leaving Dry Bulb

A high SHR will have a low or negative latent load (like Denver at elevation)
A'low SHR will have a large latent load (like Florida)

© Gil Rossmiller 2010 Page 17 of 48




Project Summary
Entire House
Gil Rossmiller

-|+|- wrightsoft

Energy Codes 2010 July

Jalk:
Date: Feb 2010
By:  Gil Ressmiller

Project Information

For: Colorado ED Inst. March 2010

Motes;

Design Information

Waather:

Winter Design Conditions

Outside db 3 °F
Inside db 70 °F
Design TD 67 “F
Heating Summary
Structurs 26025 Btuh
Ducts 0 Btuh
Cenfral vent (G4 cfm) 2867 Btuh
Humidification 0 Etuh
Piping 0 BEtuh
Equiprmeant load 29891 Btuh
Infiltration
Method Simplified
Construction quality Average
Fireplaces [i]
Heatin Coolin

HAroa ift9 38:3 SEIIIéJ
Wolume (% 14464 14464
Air changes/hour 0.28 015
Equiv. AWF {cfrm) a7 A5

Heating Equipment Summary

Dervver, CO, LS

Summer Design Conditions

Cutside db

Inside db

Design TD

Daily range
Relative hurmidity
Muoisture difference

a0 “F
75 °F
15 °F

50 %
-36 grlb

Sensible Cooling Equipment Load Sizing

Structure

Ducts

Central vent (64 cfm)
Elowear

Use manufacturer's data
Ratefswing multiplisr
Equipment sensible load

15736 Btuh
0 Btuh
a77  Btuh
0 Btuh

L
1.00

16513 Btuh

Latent Cooling Equipment Load Sizing

Structura

Ducts

Central vent (64 cfm)
Equipment latent locad

Equipment total load
Req. total capacity at 0.85 SHR

274 Btuh
0 Btuh
-1281 Btuh
0 Btuh

16513 Btuh
1.6 ton

Cooling Equipment Summary

MMake Camier Make Carrier
Trade Camier Trade Base 13 Puron AC
Medel SAMCBOO-12x Cond 24ABA324A30
GAMA D 144278 Coil CAP* 241454 ++TDR
ARIrefno. T3ET23
Efficiency 921 AFUE Efficiency 11.6 EER, 13 SEER
Heating input 40000 Btuh Sensible cooling 18148 Btuh
Heating output 33156 Btuh Latent cooling 3203 Btunh
Temperatura rise 44 "F Total cooling 21250 Btuh
Actual air flow 230 cfm Actual air flow 985 cfm
Air flow factor 0.032 cfm/Btuh Air flow factor 0,063 cfm/Btuh
Static pressure 0.70 in H2O Static pressure 0.70 inH2O
Space thermostat Load sensible heat ratio 1.00
Printout certified by ACCA to mest all requirements of Manual J 8th Ed.
ﬁ o wwrightsoft Righ-Suils® Universal 7.1.16 REUEE58 2010 Jan 25 10: 1326
CiDecument= avd Seltingsigroz=miller Deskiop' Dask TopiCCICC Mardh 201 WCCICC Kareh 2010 Manuad JC Pape 1
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Energy Codes 2010 July

H Jok:
.|+|. wrightsoft: Component Constructions o a0
Entire House By:  Gil Rossmiller

Gil Rossmiller

Project Information
Far: Colorado ED Inst. March 2010

Design Conditions

Location: Indoor: Heating Cooling
Derwer, CO, US Ind oor temperature (°F) T 75
Elevation: 5331 ft DCesign TO(°F) &7 15
Latitude: 40°M Relative humidity (%) 50 50

Outdoor: Heating Cooling Moisture difference (gr/ib) 60.6 -35.9
Cirybulb (°F) K] =y} Infiltration:

Cailyranga (°F) - 27T (H Mathod Simplified
Wt bulb (*F) - 58 Construdtion quality Auverage
Wind speed imph) 15.0 7.5 Fireplaces 0

Construction descriptions Cr Area  U-value  InsulR Htg HTM Loss  Clg HTM  Gain
e Buh®-F P-"FBuh Euhi®? Buh Buhin® :[iTy]

Walls e ) . i .
12E-0sw: Frmwall, wd ext, 172" woed shih, -19 cav ins, 12" I'here are hundreds of construction 0.95 244
gypsum board int fnsh, 2" wood fm discriptions. They should match the by taa
construction plans. 0.95 are
0.96 1065
158 13-0wic-8: Bg wall, light dry sail, 2”24 wood int frm, concrate ne T 0.049 13.0 3.03 Tie 1} a
wall, r-13 cav ins, 8" thk, 1/2° gypsumn board int fnsh B2 448 0.049 13.0 2.28 1471 ] 0
w216 0.049 130 2.74 591 ] 0
1] 0
A Partition 1s a wall that seperates a o 0

. N ..\I A .-\I I ""|'.- oA
Partitions . _a_ul_mlllu ned area Jl_u m & unce nditioned area.
12E-0sw: Frmwall, wd ext, 1/2° woed shih, r-19 cav ins, ¥2° | This would be |_\'|'5||;:;]| ol awall between the 2 248

board int fish, 2766 wood fr . o
QypstmBesre it ine wandim house and the garage.

Windows

WIMYL U 34 SHEC 40 Vingl Clad Low-E Window; NFRC rated ne 18 0.340 0 28 410 217 kizh

[SHEC=0.40); 50% blinds 45°, medium; 50% cutdoor insectscresn; == £ 0.340 o 28 820 237 252

2 ft overhang (3 ft window ht, 2 ftsep.) W 18 0.340 a 28 410 237 427
W 18 0.340 o] 28 410 21.7 3
all @0 0.340 0 28 2050 229 2062

WIMYL U 34 SHEC 40: Ving Clad Low-E Window; NFRC rated ne 20 0.340 i} 228 458 217 424

(SHEC=0.40); 80% blnds 45°, medium; 50% cutdoor insectscresn oW 40 0.240 o 228 a1 266 1052
W [=4] 0.340 0 Z2.8 1367 217 1202

- _ 233 2758

VINYL U 24 SHEC 40: Viny Clad Low-E Window; NFRC rated Verifv that the designer has taken 22.3 267

[SHEC=0.40); 50% blinds 45°, medium; 50% cutdoor insectscresn; AT P [ . - 2.7 260

: o ! ' ' o W (s, screens «

2 & avarhang (2t window hi, 2 frmep) credit for blinds. screens and 220 i

WIMYL U 34 SHEC 40 Ving Clad Low-E Window; NFRC rated overhanes. 21.7 &51

(SHEC=0.40); 50% blinds 45°, medium; 50% cutdoor insectscresn; N

2 ft overhang (& ft window ht, 2 ft sep.)

Doors

11MO: Dioor, mtl eps core type =) 21 0.360 ar 234 482 814 171

.'_ha‘- ﬂ-h- wrighteort- Righ-Suils® Universal 7.1.16 R SUDGEES 2010 tan-26 10: 1325
AT CADecuments arvd Setting sigrossmiller Deskiop' Desk ToptCCICC Mards 201 CCICC March 2010 Manua J C Page 1
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wrightsoft
-|+I- 9 Entire House

Gil Rossmiller

Component Constructions

Energy Codes 2010 July

Jab:
Date: Feb 2010
By:  Gil Roessmiller

Project Information

Far:

Colorado ED Inst. March 2010

Design Conditions

Location:
Derwver, SO, LS
Elgvation: 5331 ft
Latitude: 40°M

Qutdoor: Heating Cooling
Dry bulb (°F} 3 20
Dailyramge (°F) - 27 (H
Wiet bulb (F) - =]
Wind speed (mph) 150 7.5

)

Indoor: Heating Cooling
Indoor temperature (°F) 70 75
Design TO (°F) G 15
Relative humidity (%) a0 a0
Moisture differance (gr/lb) G0.6 -35.9

Infiltraticn:

Methiod Simplified
Construdion quality Ayerage
Fireplacas i)

Construction descriptions

Walls
12E-Osw: Frrnowall, wd ext, 1/2° wood shih, r-19 cav ins, 1/2°

gypsumn board int fnsh, 276" wood fim

[n Wrightsoft there is a command to turn
the house in the direction with the highest
loads. It is not unusual for production
builders to do this.

Partitions
12E-O=sw: Frrnowall, wd ext, 1/2° wood shth, r-19 caw ins, 1/2°

gypsum board int fnsh, 276" wood fim

Window s
WINYL U 34 SHGC 40: Ving Clad Low-E Window; NFRC raled

(SHGEC=0.40); 50% blnds 45°, medium; 50% cutdoor insectscresn;
2 ft overhang (3 ft window ht, 2 fisep.)

WINYL U 34 SHGC 40: Vingl Clad Low-E Window; NFRC rated
(SHGC=0.40); 50% blnds 45°, medium; 50% cutdoor insectseresn

VINYL U 34 SHGC 40: Vingl Clad Low-E Window; NFRC rated
(SHGEC=0.40); 50% blnds 45°, medium; 50% cutdoor insectscresn;
2 ft overhang {2 ft window ht, 2 ftsep.)

VINYL U 34 SHGC 40: Vingl Clad Low-E Window; NFRC rated
{SHGC=0.40); 50% blnds 45°, medium; 50% cutdoor insectscresn;
2 ft overhang (5 ft window ht, 2 ftsep.)

Doors
11MD: Deor, mtl sps core type

Cr

ne

=
mw
all
ne
=1
nw
all
=
mw

'

Area  U-value  Insul R Htg HTM Lass  Clg HTM  Gain
®  BuhALF  FCFELL ELhe BLh B Bluh
284 0.068 19.0 456 1157 0.95 244
222 0.068 19.0 456 1016 0.95 218
242 0.068 19.0 456 1103 0.95 2323
288 0.068 18.0 456 1762 0.95 vz
1107 0.068 12.0 456 5043 0.95 1065
] 0.048 13.0 203 716 a ]
448 0.049 13.0 2.28 1471 1] a0
216 0.049 13.0 274 501 a a0
288 0.049 13.0 283 1097 1] a0
1288 0.049 13.0 2m 3878 a a0

All of the Manual J formulas boil down to an

HTM = Heat Transter Modifier

HTM. The HTM times the area equals the heat
loss or gain.

1B 0340 410

+) 2.8 21.7 391

ad 0.340 o] 228 2080 229 2062
20 0.340 [u] 228 456 ny 424
40 0.340 [u] 228 a11 266 10632
&0 0.340 [u] 228 1367 ny 1202
120 0.340 0 228 2734 233 2799
12 0.340 [u] 228 273 23 267
12 0.340 [+ 228 273 217 260
24 0.340 4] 228 E47 220 L28
0 0.340 [+ 228 683 217 &51
21 0.350 ar 224 442 B.14 171

Right-Suil=8 Uriversal 7.1 16 R 205038

o - wrighteoft

CiDocuments and Seltingsigrossmiller Deskiop' Dask TopiCCICC March 201 CCICC March 2010 Manua JC

© Gil Rossmiller 2010

2010 Jan-25 10:12:25
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Energy Codes 2010 July

+1-L wrightsoft Right-J& Worksheet ~E'°t'i Fob 2010
H late: el
Entire House iy :
. . By: Gil Rossmiller
Gil Rossmiller
1| Roomrame Entire House Living
2| Exposed wall 4000 R 420 &
3| Celing height 20 h 80 h heaticool
4| Room dmrensions 1.0 x= B130 R
5] Reomarea ADEZ0 B30 I
Ty Corstruclion LLwalus Or HTHM Arem (B Load frem [FF) Load
numbs=r [Bruh'FE™"F [BiuhFt) or pzimeter () {Bihj or  paimeter () {Buhj
Hesal Caol Gross NFE Heal Caool Gross NS Heat Caal
L] 'I'E 126 (mw 0.0EE| nm .66 D96 7z b 1E7 M4 56 56 6 Ed
. VINYL U 34 SHEC 0340 ne 2018 2170 18 0 10 1 0 0 0 a
'I'E 13-Dwc-d 0.0B3| ne .03 0o 256 b ] Ta a 0 0 0 a
. YL U 34 SHGC 0340 n= 2018 2170 20 0 A5G 434 1] 0 0 a
11 12E Ouw 0.0EE| == A.EE 098 280 =3 1018 215 280 223 1018 215
VINYL U 34 SHGES 0340 == 2118 FETral a6 £ 20 853 1] B B2 B53
0360 == 2345 B4 ) | 2 423 17 2 2 =) 17
W 13- Dwe-A 0.0BG| == A1m 0o A4& A48 147 a 1] [ 0 a
1ZEOmw D.0EE| = 4,66 Do 212 M2 1103 233 ] [¥] o a
VINYL U 34 SHEC 0340 | = 22.T8 2278 12 2 273 267 ] [¥] o a
WNYL U 34 BHEC 0340 = 2.8 ke 18 3 410 427 0 [¥] Q Q
'I'E 13-Dwe-d D.0BEG | =w 2.74 oo 256 216 B2 a 0 [ Q Q
YL U 34 BHEC 0340 =w 2.8 2BET 10 0 a1 1063 0 [ 0 Q
1ZEdmw 0.0EE| nw A.B6 D26 a4a ] 1768 a7 0 K] 1} a
VINYL U 34 SHEC 0.340( nw 20.T8 2170 12 [ w3 260 0 [ 0 a
WNYL U 34 SHEC 0.340( nw 2018 2170 18 0 410 1 0 0 0 a
YL U 34 SHGEC 0.340( nw 2018 2170 an [ =3 &51 0 0 0 a
'I'E 13- Dwe-4 0.0B3 | nw 183 0o a4& &= 1097 a 0 0 0 a
YL U 34 BHGC 0340 nw 2118 2170 0 0 1367 1302 1] 0 0 a
F|—EI 12E Jmw 0OEE| - 138 102 264 3 &7 MR 1] 0 0 a
114D 0470 n 1B.45 T06 A 21 M5 148 1] [l 0 a
c 1E8-0ad n4cE| - 0.00 Do 462 dEZ 0 a 1] ¥ o a
c 1E8-3Bad 0o2E| - 1.1 12 1608 1808 B 21496 5132 513 o=l [oe
F 20P0 D& - 0.0o oo 162 qEZ 1] a 0 [ Q Q
F 20P-30c 0.036 2.36 024 16 16 28 1 0 [¥] Q Q
F 218-32c 0| - 1.3 oo HED 2] TED a 0 [ 0 Q
F 218-32c oA - 1.34 0o ROE ] 1201 a 0 K] [t} a
F 218-32v noa| - 1.3 0o 136 s 450 a 0 0 0 a
6| i AED excursion 1816 E13
Envelops koss/pain 21837 11648 7T A
12 &) Irfilirtion 4058 497 10E0 131
bl Room venlikstion i) li] a i
13| Imemal gaire: Oecupants @& 230 5 11450 0 1]
Bppliances @@ 1200 2 2400 0 a
Subtolal lines & 10 13) 26025 16730 4EET R0
Le== external kaad o a o a
Le== transfer o a o a
Redistributian 0 a 240 &8
14 Sublcial 2E0Z5 16736 47ea 249
15 [ Ducl loads 0% 0% 0 a 0% 0% [t} a
TotAl raom load 26025 16736 a7e8 a9
Bir recpirad {dfm) B30 a5 163 167
Printout cartified by ACCA to meat 31l requirements of tManyal J 8th Ed
ﬁ\ - v righ s Right-3uil=8 Uriversal 7.1 .16 R SU0E938 2010 dan 25 10:12:25

© Gil Rossmiller 2010
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Energy Codes 2010 July

Adequate Exposure Diversity

According to Manual J 8 procedures, a zone is defined as having Adequate Exposure
Diversity (AED) if the maximum hourly glazing load (PFG) does not exceed the average
glazing load (AFG) by more than 30%. The amount over 30% of the AFG is defined as
the AED Excursion.

Test for Adequate Exposure Diversity

Hourly Glazing Load

10,000
oo+

B0 /\
7.00-F

] /~ \

fumal peq fzan

5000+
4000
000
2000
1000+
0 I I I I I I I I ) ) I |
8 2] 10 i 12 13 14 B B 17 B 19 a4
Houre! ey
& Hourly Averaga ~ AED Imit

Maximum hourly glazing load exceeds average by 62.8%.
House does not have adequate exposure diversity (AED), hased on AED limit of 30%.

AED excursion: 1816 Btuh (PFG - 1.3*AFG)

© Gil Rossmiller 2010 Page 22 of 48




-|+|- wrightsoft

Load calculation questions?

Project Summary
Entire House
Gil Rossmiller

Energy Codes 2010 July

Jab:
Date: Feb 2010
By:  Gil Ressmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weather: Denver, S0, US

Winter Design Conditions Summer Design Conditions

Outside db 3°F Cutside db a0 “F

Inside db 70 °F Inside db 75 °F

Dasign TD 67 °F Design TD 15 °F
Daily range H
Relative humidity 50 %
Moisture difference -36 arlb

Heating Summary

Sensible Cooling Equipment Load Sizing

Structura 26025 Biuh Structura 15736 Btuh
Ducts 0 Btuh Ducts 0 Btuh
Ceanfral vent (64 cfm) 2BET Btuh Cantral vent (&4 cfm) 877 Btuh
Hurnidification 0 Btuh Blower 0 Btuh
Fiping 0 Btuh
Equiprnant load 29891 Btuh Use manufacturer's data ¥
Rate/swing multiplier 100
Infiltration Equipment sensible load 18513 Btuh
Method Simplified Latent Cooling Equipment Leoad Sizing
Construction quality Avarago
Fireplaces [i] Structure 274 Btuh
Ducts 0 Btuh
Hai:}:i;lz':g Cc--::ulinéj Central vent (64 cfm) -1281 Btuh
HArea (f5 2 360 Equipment latent lcad 0 Btuh
Wolume () 14464 14464
Air changes/hour 0.28 015 Equipment total load 18513 Btuh
Equiv. AVF {cfm) &7 A5 Riaq. total capacity at 0.85 SHR 16 ton
Heating Equipment Summary Cooling Equipment Summary
Make Camier Make Carrier
Trade Camier Trade Base 13 Puron AC
Model EAMCBOMC-12% Cond 24ABA324430
GAMAID 144278 Coil CAP** 24144 ++TDR
ARlraf no. 738723
Efficiency 921 AFUE Efficiency 11.6 EER, 12 SEER
Heating input 40000 Btuh Sensible cooling 12148 Btuh
Haating output 33156 Btuh Latant cooling 3203 Btuh
Temperatura rise 44 °F Total cooling 21350 Btuh
Actual air flow 830 cfm Actual air flow 995 cfm
Air flow factor 0.032 cfm/Btuh Air flow factor 0.063 cfm/Btuh
Static pressure 0.70 in H2O Static pressure 070 inH20
Space thermostat Load sansible haat ratio 1.00
Printout certified by ACCA to mest all requirements of Manual J 8th Ed.
AE%L -+ srrightsoPe Righ-Suilsd Universal 7,116 REUE0E8 2010k Jan 26 10:12:25
CADccuments and Sellings grossmiller Deskiop/Desk ToplCCICE March 204 TCCIES March 2010 Manual J C
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Performance data

Energy Codes 2010 July

Equipment Selection
ACCA Manual S
Heating

The required load (Heat Loss) on our example house 1s 29,891 Btuh.

I have selected a Carrier (No reason but that I had all of the performance specifications) model
58MCB 040-12x. This unit has a 40,000 Btuh input rating and has an efficiency rating of

92.3 AFUE.

The output rating will be about 33,156 Btuh after derating for efficiency and for altitude.
40,000 x .923 = 36,920 x .90 = 33,156 Btuh

So what is the correct adjustment for altitude?” Manual S does have generic deration factors but
only if the manufacturer does not provide any deration information. See the footnotes in the
performance data.

Per Manual S it is acceptable to size up to 140% the M]J8 required load for gas fired forced air
furnace

29,891 x 1.4 = 41,847 > 33,156 Btuh

UNIT SIZE 040-08 104012 | O60-08 | 060-12 [ 06016 | 080-12 | 080-16 | 080-20 | 100-16 | 100-20 | 120-20 [ 140-20

CERTIFIED TEMF RISE RANGE (“F) 30—a60 | 15—45 | 45—75 | 30—60 [ 20—60 | 40—70| 30—e0 | 20—50 | 45—T75 | 30—S0 | 40—70 | 50—80
CERTIFIED EXT STATIC PRESSURE Heating| 0.10 0.0 01z | 032 [ 912 | 015 | 035 | Q15 | 020 020 0.z0 0.zo0
{In. wic) Cooling| 0.50 0.50 0EQ | OB [ OBO | 050 | 050 | Q50 | 050 050 0.50 0.50
AIRFLOW CFIZ Heating | 250 1125 | 886 1065 | 1320 | 1190 | 1285 | 1785 [ 1315 | 18890 | 1720 | 1970
Cooling [ 825 1215 | =00 1200 | 1545 | 1245 | 1526 | 1825 [ 1570 | 1930 | 2000 | 1990

EFFICIENCY

UNIT SIZE 040-08 [oan-12 oen-08 [ oe0-12 [060-16 [080-12 [ oeo-18 | 0an-2o [ 100-16 [ 100-20 [ 120-20 14020
QUTPUT CAPACITY Direct

BTUH(ICS) Vent (2-Pipe)  Upflow 37,000 | 37,000 | 56,000 | 56,000 | 55,000 | 74,000 | 74,000 | 74,000 | 53,000 | 23,000 [112,0001127, 000
(Shaded capacities Downflow | 37,000 |37,000] 56,000 | 56,000 [ 56,000 | 74,000 | 74,000 | 74,000 [ 3,000 93,000 [112,000127, 000

are gpecifisd on

rating plate) Harizental | 37,000 | 37,000 | 56,000 | 56,000 | 56,000 | 74,000 | 74,000 | 74,000 | @3.000 | 23,000 [112,000[127, 000
Nan-Direct | Upflow | 27,000 | 27,000 | 56,000 | 55,000 | 56,000 | 74,000 | 74,000 | 74,000 | S2.000 | 05,000 (112,000 MA
Vent (1-PiRe) " Ogwnflow | 37,000 | 27,000 | 56 000 | 66,000 | 56,000 | 74,000 | 74,000 | 74,000 | 03,000 | 03,000 (112,000 MA
Harizental | 37,000 | 37,000 | 56,000 56,000 55,000 74,000 74,000 74,000 ©3.000 93,000 112,000 HA
NFUT BTUHT 40,000 | 40,000 | 60,000 | 60,000 | €0,000 | 20,000 | 80,000 | 80,000 [100,000[100,000(120,000[120, 000
AFUE: irect Upflow ooz | 023 | 023 | cen | SEa3 | 023 | 928 | tea | ©EE | 023 | 023 | 2a

o]
Monweatherized IC5  Vent (2-Pipe)

Dawnflow [ 91.2 mza .2 @z | M2 mz a1.2 @z | |z mza .2 @2

Haorizental | 821 8921 g921 21 a2 g2 g921 21 a2 g2 az1 20

Mon-Direct  Upflow 921 MA
Vent (1-Fipe) —ownflow 510 NA
Harizental 2al MA

Capacity and AFUE in accordance with LS. Government DO E test procedurss.

1 Gas

input ratings ars cerifisd for slevations to 2000 ft. For elevations abows 2000 ft, reducs ratings 2% for sach 1000 ft abowve sea level. In Canada, de=ts

the unit &% for elevations 2000 to 4500 ft above zea lavel.
1 Airflow shown is for bottom only return-air supply. For air delivery abowve 1800 CFM, see Air Delivery 1able for other options. A filter is required for each

ratur

n-air supply.

IC5—lsolaled Combustion Systam

© Gil Rossmiller 2010 Page 24 of 48




Energy Codes 2010 July

Equipment Selection
Heating

Project Summary
Entire House
Gil Rossmiller

'|+|' wrightsoft

Project Information

Jdakx
Date: Feb 2010
By:  Gil Ressmiller

For: Colorado ED Inst. March 2010

Mites:

Design Information

Waather:

Winter Design Conditions

Cutside db 3 °F
Inside db 70 °F
Design TD 67 °F
Heating Summary
Structure 26025 Btuh
Ducts 0 Btuh
Canfral vent (64 cfm) 2867 Btuh
Humni dification 0 Btuh
Piping 0 Btuh
Equiprment load 29891 Biuh
Infiltration
Meathod Simplified
Construction quality Avarage
Fireplaces 0
Heatin Coolin

Hroa ift?) ﬁ 3503
Wolume (ft9) 14464 14464
Air changeshour 0.28 015
Equiv. AVF (cfm) a7 A

Heating Equipment Summary

Make Camier

Trade Carmier

Model SAMCBOO-12x

GAMAID 144278

Efficiency 921 AFUE
Heating input 40000 Btuh
Heating cutput 33156 Btuh
Temperatura rise 44 °F
Adtual air flow 230 cofm
Air flow factor 0.032 cfm/Btuh
Static pressura 070 in H2O
Space thermostat

Darvar, CO, US

Summer Design Conditions

Outside db a0 °F
Inside db 75 °F
Design TD 15 °F
Daily range H
Relative humidity 50 %
Moisture differance -36 grib

Sensible Cooling Equipment Load Sizing

Structure 15726 Btuh
Ducts 0 Btuh
Central vent (64 cfm) 877 Btuh
Blower 0 Btuh
Use manufacturer's data Y
Rate/swing multiplier 1.00
Equipment sensible lcad 18513 Btuh

Temperature Rise:
The difference in the air temperature
entering the heat exchanger and the air

leaving the heat exchanger.
Heat (lemperaturey Rise Formula:

Btuh/ctim/ 1. 1xACE) = Temperature Rise

Where:

Bluh = Heating outpul

CFM = Actual Adr Flow in Cubic Feel per
Minute

[.1 is a formula constant at sea level
ACEF = Altitude Correction Factor from
Table 10A (5000 = K32

Printout certified by ACCA to mest all requirements of Manual J 2th Ed.

-+ verightsof

© Gil Rossmiller 2010
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Energy Codes 2010 July

Equipment Selection
Heating

i Jak:
'*‘ wrightsoft Project Summary Date: Feb 2010
Entire House By:  Gil Rossmiller

Gil Rossmiller

Project Information

For: Colorado ED Inst. March 2010

Miotes:

Design Information

Weather: Denver, C0, US

Winter Design Conditions Summer Design Conditions
Cutside db 3 °F Outside db a0 cF
Inside db 70 °F Inside db 75 °F
Dasign TD 67 °F Design TD 15 °F
Diaily range H
Relative hurmidity 20 %
Moistura diffarance -36 grib
Heating Summary Sensible Cooling Equipment Load Sizing
Structure 26025 Btuh Structure 15725 Btuh
Ducts 0 Biuh Ducts 0 Btuh
Central vent (64 cfm) 2BET Btuh Central vent (64 cfm) 877 Btuh
Humidification 0 Btuh Blower 0 Btuh
Piping 0 Btuh
Equipment load 28891 Btuh Use manufacturer's data ¥
Rate/swing multiplisr 1.00
Infiltration Equipment sensible load 18313 Btuh
Mathod Simplified Latent Cooling Equipment Load Sizing
Construction quality Avarago
Fireplaces [i] Structure 274 Btuh
Ducts 0 Btuh
Héi‘t?igg Cn::--:-linéj Central vent (64 cfm) -1281 Btuh
Area (5 3 360 Equipment latent load 0 Btuh
Yolume (5 14464 14464
Air changeshour 0,28 015 Equiprment total lcad 18513 Btuh
Equiv. AVF (cim) T 25 Req. total capacity at 0.85 SHR 16 ton
Heating Equipment Summary
ha ke Carmrier
Trade Carrier
Meosdel EAMCBOMO-12x
GAMA D 144278
Efficiency 2921 AFUE
Heaating input 40000 Btuh
Heating cutput 33156 Buh A ctual Air flow is from the manufacturers
Temperatura rise 44 °F ) - .
Adctual air flow A20 cofm performance data at a spectfic static pressure
Adr flow factor 0.032 cfm/Btuh
Static pressura 0.70 in H2D
Space thermostat

Printout cartified by ACCA to mest all requirements of Manual J 8th Ed.

Jﬂ-h?_:k —H-'— werightsoft Right-Suils® Universal 7116 R SUDE0EE 00 dan 28 101326
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Energy Codes 2010 July

Equipment Selection
Heating

Performance data

UNIT SIZE 040-08 | 040-12 | 960-08 | 060-12 | 060-16 | 080-12 | 080-16 | 080-20 | 100-16 | 100-20 | 120-20
CERTIFIED TEMP RISE RANGE (°F) 30—60 | 15—45 | 45—75 | 30—60 | 20—50 | 40—70 | 30—60 [ 20—50 | 45—75 | 30—60 | 40—70 | ¢
CERTIFIED EXT STATIC PRESSURE Heating| 0.10 010 042 012 0.12 0.15 0.15 0.15 0.20 0.20 0.20
(In. we) Cooling| 0.50 0.50 0.50 0.50 0.50 0.50 0.50 0.50 0.50 0.50 0.50
AIRFLOW CFM{$ Heating| 850 1125 885 1065 | 1320 | 1190 | 1285 | 1785 | 1315 | 1690 | 1720
Cooling| 895 1215 900 1200 | 1545 | 1245 | 1525 | 1925 | 1570 | 1830 | 2000

AIR DELIVERY—CFM (With Filter)*

RETURN-AIR EXTERNAL STATIC PRESSURE (In. we)
UNIT SIZE | SUPPLY SPEED 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8
1 side High 1075 1040 905 945 895 840 760 570
040-08 or Med-Lew 850 825 780 740 685 635 560 480
bottom Low 740 700 B850 620 565 515 455 385
1 side High 1470 1415 1400 1285 7215 7120 995 800
P o Med-High 1315 1280 1235 1180 1115 1035 930 825
botom Med-Low 1125 1110 1085 1045 990 915 830 740
Low 930 925 910 850 830 770 705 535
1 side High 1100 1065 1005 945 900 805 730 610
060-08 or Med-Low 890 865 810 765 705 620 540 475
bottom Low 745 710 670 625 565 505 425 360
| side High 7430 1375 1325 1275 1200 1135 1040 935
060-12 o Med-High 1270 1260 1215 1160 1105 1035 950 850
. bottom Med-Lew 1070 1055 1045 1015 975 920 850 750
Low 915 895 885 865 840 800 720 650
1 sid High 1700 1695 1640 1580 1545 1450 1380 1310 A
060-16 i Med-High 1500 1485 1435 1385 1355 1300 1250 1185 =
g botom Med-Low 1325 1295 1265 1230 1190 1150 1105 1050 o
Low 1205 1170 1145 1110 1080 1035 990 950 w
1 cide High 1535 1470 1405 1330 1245 1160 1065 935
e o Med-High 1395 1350 1300 1225 1155 1080 985 880
g botiom Med-Low 1200 1175 1125 1065 1030 970 890 780
Low 1040 1020 990 960 210 860 785 680
1 sid High 1750 1685 1635 1575 1525 1445 1380 1310
siae Marl-Hirth 1407 14RR 14nR 13R85 1anm 1980 1187 1490
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Energy Codes 2010 July

Heating Equipment Selection Questions?

Project Summary
Entire House
Gil Rossmiller

-|+I- wrightsoft

Jok:
Date: Feb 2010
By:  Gil Ressmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weaathar:

Winter Design Conditions

Cutside db 3 °F
Inside db 70 CF
Design TD 67 °F

Heating Summary

Dervver, C0O, LS

Summer Design Conditions

Cutside db 90 °F
Inside db 75 °F
Design TD 15 °F
Daily range H
Ralative Aumidity B0 %
Moisture difference -36 grib

Sensible Cooling Equipment Load Sizing

Structura 26025 Buh Structura 15736 Btuh
Ducts 0 Btuh Ducts 0 Btuh
Cenfral vent (64 cfm) 2BE6T Btuh Central vent (&4 cfm) 877 Btuh
Hurmidification 0 Biuh Blower 0 Btuh
Piping 0 Btuh
Equiprment load 29891 Btuh Use manufacturer's data ¥
Rate/swing multiplisr 1.00
Infiltration Equipment sensible lcad 18513 Btuh
Method Simplified Latent Cooling Equipment Load Sizing
Construction quality Average
Fireplaces [i] Structure 274 Btuh
Ducts 0 Btuh
Hei:glz'g {:Dolinéj Central vent (&4 cfim) -1281 Btuh
HAroa it 3 360 Equiprment latent lcad 0 Btuh
Wolume (1) 14464 14464
Air changes/hour 0.28 015 Equipment total load 18513 Btuh
Equiv. AVF {cfm) &67 25 Req. total capacity at 0.85 SHR 16 ton
Heating Equipment Summary Cooling Equipment Summary
Make Camier Make Carrier
Trade Camier Trade Base 13 Puron AC
Model EAMCBOM - 12% Cond 24ABA324830
GAMAID 144278 Coil CAP* 24144 ++TDR
ARlref no. 738723
Efficiancy 921 AFUE Efficiency 11.6 EER, 12 SEER
Heating input 40000 Btuh Sensible cooling 12148 Btuh
Haating output 33156 Btuh Latent cooling 3203 Btuh
Temperatura rise 44 °F Total cooling 21350 Btuh
Actual air flow 230 cfm Actual air flow 995 cfm
Air flow factor 0.032 cfm/Btuh Air flow factor 0.063 cfm/Btuh
Static pressure 0.70 in H2O Static pressure 0.70 inH20
Space thermostat Load sansible heat ratio 1.00
Prirtout cartified by ACCA to mest all requirements of Manual J 8th Ed.
A'E-%L - wwrrightsoft Right-Suilsd Universal 7.1.16 REUG08 2010k Jan-26 10:12:26
CoiDocuments and Sellingsigrossmiller' Deskiop'Desk TopiCCICC Mardy 200 CCICC March 2010 Manua JC Pape 1
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Energy Codes 2010 July

Equipment Selection
Cooling

Project Summary
Entire House
Gil Rossmiller

-|+|- wrightsoft

Jak:
Date: Feh 2010
By:  Gil Ressmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weathear:

Winter Design Conditions

Outside db 3 °F
Inside db 70 °F
Dasign TD 67 °F

Heating Summary

Structure 26025 Buh
Ducts 0 Btuh
Canfral vent (64 cfm) 2BE67 Btuh
Humidification 0 Btuh
Piping 0 Btuh
Equiprment load 29891 Btuh
Infiltration
Methosd Simplified
Construction quality Average
Fireplaces [i]
Heatin Coolin
Area ift 36:"3 35!:!5J
Wolume () 14464 14464
Air changes/hour 0.28 015
Equiv. AVF {cfm) i) 25
Heating Equipment Summary
Make Camier
Trade Carmier
Model EAMCBOM 12
GAMAID 144278
Efficiency 921 AFUE
Heating input 40000 Btuh
Heating output 33156 Btuh
Temperatura rise 44 °F
Actual air flow 230 cfm
Air flow factor 0.032 cfm/Btuh
Static pressura 0.70 in H2O
Space thermostat

Darvver, CO, US

Summer Design Conditions

Cutside db a0 °F
Inside db 75 °F
Design TD 15 °F
Daily range H
Relative hurmidity o0 %
Muoisture difference -36 grilb

Sensible Cooling Equipment Load Sizing

Structure 15726 Btuh
Ducts 0 Btuh
Central vent (64 cfim) 877 Btuh
Blower 0 Btuh
Use manufacturer's data ¥
Ratefswing multiplisr 1.00
Equipment sensible load 18513 Btuh

Latent Cooling Equipment Load Sizing

Structure 274 Btuh

Ducts 0 Btuh

Central vent (64 cfim) -1281 Btuh

Equipment latent lcad 0 Btuh

Equipment total lcad 18313 Btuh

Req. total capacity at 0.85 SHR 1.6 ton
Cooling Equipment Summary

Make Carrier

Trade Base 13 Puron AC

Cond 24 APA3Z24A30

Coil CAP** 241445 ++TDR

ARlref no. 738723

Efficiency 11.6 EER, 12 SEER

Sensible cooling 13148 Btuh

Latent cooling 3203 Btuh

Total cooling 21350 Btuh

Actual air flow 995 cfm

Adr flow factor 0.063 cfm/Btuh

Static pressure 0.70 inH2O

Load sensible heat ratio 1.00

Printout cartified by ACCA to mest all requirements of Manual J 2th Ed.

_rﬂ-%k -+ werightsoft  Right-Suils® Universal 71,16 R SUDGE58

2010 dan-26 101226

CADecuments avd Selting sigrozamiller Deskiop' Desk TepiCCICC Mards 200 CCICC March 2010 Manua J C Page 1
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Equipment Selection
Cooling

You will need the detailed cooling capacities to verify proper sizing

DETAILED COOLING CAPACITIES

EVAPORATOR CONDENSER ENTERING AIR TEMPERATURES deg F
AIR 75 85 o 105
Capacity Total Capacity Total Capacity Total Capacity Total
CFM EWE MBtuht System MBtuht System MBtuht System MBtuht System |
Total |Senst | KW** | Total Senst | KW** | Total |Senst | KW** Ti
door S ith CAP* 2414A** Indoor Section |
72 2711 14.29 1.61 2597 13.86 1.81 24.75 13.40 203 23.47 12.82 2.28 2:
700 67 24.89 17.62 1.61 23.81 17.16 1.81 2266 16.68 203 21.45 16,18 2.28 20
62 22.86 2091 1.61 2186 | 20.44 1.81 20.81 19.83 2.04 19.72 19.39 2.28 1§
57 22.24 2224 1.61 2143 | 21.43 1.82 2056 | 20.556 2.04 19.64 19.64 2.28 1§
72 27.54 14.28 1.64 26.35 14.54 1.84 2508 1408 206 23.76 13.80 2.3 2:
800 GV 25.31 18.74 1.64 2419 18.29 1.85 23.00 17.81 207 21.75 17.31 2.31 2(
G2 23.37 22.46 1.65 22.36 21.95 1.85 21.35 21.35 207 20.38 | 20,358 2.32 1t
57 23.14 2314 1.65 22.28 22.28 1.85 21.36 21.36 2.07 2038 | 20358 2.32 1t
72 27.83 15.64 1.68 26.81 15.19 1.88 25.31 1472 210 23.906 14.25 2.34 20
900 67 25.61 19.83 1.68 24 .48 19.37 1.88 23.25 18.88 210 21.97 18.37 235 2(
62 23.85 23.85 1.68 2296 | 22.96 1.88 2200 | 2200 210 2098 | 20,88 2.35 14
57 23.87 23.87 1.68 2297 | 2297 1.88 2200 g.ﬂﬂ E.HJ 2098 | 20,885 2.35 14

Multipliers for Determining the Performance With Other Indoor S

Our target loads: Total = 16,613 Btuh  Sensible = 16,613 Btuh Latent = 0.00 Btuh

Remember we said that 75° dry bulb at 50% RH 1s psychometrically equal to 62° wet bulb.
EBW = Entering Wet Bulb temperature. We will use the 62° value
The designer has chosen 800 cfm (We will see if that works)

The air entering the condenser (the outdoor unit) is the outside dry bulb design temperature.
Remember for Denver the outdoor design temperature is 90° dry bulb.
Per Manual S we can be with in 5°. We will use the 95° value.

At first glance this equipment has no latent capacity. Notice the total and sensible capacities are the same at
21,350 Btuh. Now look at the footnote

* Detailed cooling capacities are based cn indoar and outdoar unit at the same elevation per ARI standard 210/240-94. If additional tubing length and/er
indoor unit is located above outdoor unit, & slight variation in capacity may occur.

** Total system kW is total of indoor and outdoor unit kilowatts.
I Total and sensible capacities are net capacities. Blower motor heat has been subtracted.

1 Sensible capacities shown are based on 80°F (27°C) entering air at the indoor coil. For sensible capacities at other than 80°F (27°C), deduct 835 Btuh
(245 kW) per 1000 CFM (480 L/S) of indoor coil air for each degree below 80°F (27°C), or add 835 Btuh (245 kW) per 1000 CFM (480 L/S) of indoor cail air
per degree above 80°F (27°C).

When the required data fall between the published data, interpolation may be performed.
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Energy Codes 2010 July
Equipment Selection
Cooling

The designer has chosen 800 cfm. That is about 80% of 1000 cfm, so we will use a deduction of
668 Btuh

Remember our indoor design temperature is 75° not 80°.
So: 80—75=5x668 =3,340 New sensible capacity is 21,350 — 3,340 = 18,010 Btuh

So we have equipment that looks like this:
Total Capacity = 21,350 Sensible Capacity = 18,010 Btuh  Latent Capacity = 3,340 Btuh

SHR = 18,010/21,350 = .84 (Close enough to our target of .85)
Per Manual S we can be up to 15% oversized:

Target total load of 16,613 x 1.15 = 19,104 Btuh < 21,350 Btuh
So this unit is slightly oversized (technically)
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Equipment Selection
Cooling

What about the effects of altitude?

If you are moving 1000 cfm at sea level are you moving 1000 cfm at 5000°?

Air at altitude 1s less dense than air at sea level and therefore you need to move more air at altitude
to get the same performance or derate the capacity.

All of the performance data provided by the manufacturers is performance at sea level. Adjustments
must be made for performance at altitude. Unfortunately very few if any manufactures provide any
guidance for altitude adjustment for air conditioners.

Fortunately Manual S does in appendix 6

The formula for air density correction:
CFM at Altitude = Sea-Level Flow Rate / Density Ratio

The air density correction factor for 5000’ is .832
Solve for example house:
800/.832 = 962 cfm
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Equipment Selection
Cooling

Energy Codes 2010 July

Now we have determined that our cooling equipment will have the capacity needed at 962 cfm.
The question now is will the blower deliver?

Remember earlier we used .7 IWC for heat cfm. It appears if we set the blower at High it will
deliver 995 cfm. Works for me!

AIR DELIVERY—CFM (With Filter)*

RETURN-AIR EXTERNAL STATIC PRESSURE (In. wc)
UNITSIZE | SUPPLY | SPEED 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8
1 side High 1075 1040 995 945 895 840 760 670
040-08 or Med-Low 850 825 780 740 685 635 560 480
bottom Low 740 700 650 620 565 515 455 385
! eide [| High 1470 1415 1400 1285 1215 1120 005 890
040-12 or Wed-Hign 1;)'1!) T8l 1250 1184 1119 TU3S dall dea
bottom Med-Low 1125 1110 1085 1045 990 915 830 740
Low 930 925 910 850 830 770 705 635
1 side High 1100 1065 1005 945 500 805 730 610
060-08 or Med-Low 890 865 810 785 705 620 540 475
bottom Low 745 710 670 625 565 505 425 360
| side High 1430 1375 1325 1275 1200 1135 1040 935
060-12 o Med-High 1270 1260 1215 1160 1105 1035 950 850
- bottorn Med-Low 1070 1055 1045 1015 975 920 850 750
otto Low 915 895 885 865 840 800 720 650
| side High 1700 1695 1640 1580 1545 1450 1380 1310 a
06016 o Med-High 1500 1465 1435 1385 1355 1300 1250 1185 2
- boftom Med-Low 1325 1295 1265 1230 1190 1150 1105 1050 0
Low 1205 1170 1145 1110 1080 1035 990 950 o
! eide High 1535 1470 1405 1330 1245 1160 1065 935
06012 or Med-High 1395 1350 1300 1225 1155 1080 985 8a0
- boftom Med-Low 1200 1175 1125 1065 1030 970 890 780
Low 1040 1020 990 960 910 860 785 640
| sid High 1750 1685 1635 1575 1525 1445 1380 1310
nm an side Med-Hiah 1495 1455 1405 1355 1305 1250 1185 1120
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Energy Codes 2010 July

Cooling Equipment Selection QUESTIONS?

Project Summary
Entire House
Gil Rossmiller

-|+|- wrightsoft

Jak:
Date: Feb 2010
By:  Gil Ressmiller

Project Information

Far: Colorado ED Inst. March 2010

Motes:

Design Information

Weaathar:

Winter Design Conditions

Dervver, CO, US

Summer Design Conditions

Outside db 3 °F Cutside db a0 cF
Inside db 70 °F Inside db 75 °F
Design TD 67 °F Dasign TD 15 °F
Daily range H
Realative hurmidity 50 %
Muoisture difference -36 grlb
Heating Summary Sensible Cooling Equipment Load Sizing
Structurs 26025 Buh Structure 18735 Biuh
Ducts 0 Btuh Ducts 0 Btuh
Cenfral vent (64 cfm) 2BE6T Btuh Central vent (64 cfm) 877 Btuh
Hurmidification 0 Btuh Blower 0 Btuh
Piping 0 Btuh
Equiprment load 29891 Btuh Usa manufacturer's data ¥
Ratefswing multiplisr 1.00
Infiltration Equipment sensible lcad 18513 Btuh
Mathod Simplified Latent Cooling Equipment Load Sizing
Construction quality Average
Fireplaces [i] Structure 274 Btuh
Ducts 0 Btuh
He-atinE CDc:uIinaJ Central vent (64 cfm) -1281 Btuh
HAroa ({5 3 30 Equipment latent lcad 0 Btuh
Wolume (% 14464 14464
Air changes/hour 0.28 0,15 Equipment total lcad 18513 Btuh
Equiv. AVF {cfrm) &7 i Req. total capacity at 0.85 SHR 16 ton
Heating Equipment Summary Cooling Equipment Summary
Make Camier Mak e carrier
Trade Camier Trade Base 13 Puron AC
Model EAMCBOMCE12x Cond 24ABRA324830
GAMAID 144278 Coil CAP* 24144 ++TDR
ARlrefno. 738723
Efficiency 92,1 AFUE Efficiancy 11.6 EER, 12 SEER
Heating input 40000 Btuh Sensible cooling 18148 Btuh
Heating output 33156 Btuh Latent cooling 3203 Btunh
Temperatura rise 44 °F Total cooling 21350 Btuh
Actual air flow 2230 cfm Actual air flow 985 cfm
Air flow factor 0.032 cfm/Btuh Air flow factor 0.063 cfm/Btuh
Static pressure 0.70 in H2O Static pressure 0.70 inH20
Space thermostat Load sensible heat ratio 1.00
Printout certified by ACCA to mest all requirements of Manual J 8th Ed.
;ﬂ%& -+ wwrightsoft RightSuils® Universal 7116 REUGEA 2010 an 25 10:13.:25
CiDecument= arvd Seltingst grozsmiller Deskiop Dask TopiCCICC Mards 201 CCICC Mareh 2010 Manua JC Pape 1
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Energy Codes 2010 July

Manual D
Duct Sizing

Now that we have determined the house loads and selected the proper sized equipment, how do
make certain the needed cfm is delivered to each room????

Manual D provides us with design parameters and calculations that will result in a duct system that
will provide adequate air flows to rooms. Not designing your ductwork at this stage can have
disastrous results like:

e Undersized ductwork effects furnace temperature rise (to high)
Undersized ductwork effects cooling capacity (freezing coil)
e Equipment efficiency is lessened — more energy is used and comfort levels go down
Unacceptable noise levels

Manual D requires that the duct system be equipped with balancing dampers. Manual D will get
you close but is not perfect. Some duct over sizing will occur; with balancing dampers the flow can
be adjusted.

How many contractors actually use balancing dampers one their systems??

In my experience very few, this is not a bad thing but the builder may have some comfort issues.
Steps in duct design:

1. Determine cfim flow to each room

2. Make a rough sketch of duct runs- supplies and returns
I encourage designers to do this on the framing plan to avoid structural members.

3. Collect information on blower and all air side pressure drops.
This would be the coil, air filters, registers and grills.

4. Determine the total equivalent length of the duct work.
This is the longest supply path plus the longest return path.
Don’t forget the fittings.

5. Determine the friction rate. You will need to know available static pressure.

6. Size all ductwork based on needed flow and friction rate.

See how easy it is!!!!
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Manual D
Duct Sizing

Energy Codes 2010 July

A reasonably well designed system will be within these parameters:

Duct Preferences for Entire House

Duct material

Duct height

Maximum velocity
Minimum velocity
Minimum diameter
Round ducts sizes
Rect/oval duct sizes
Insulation

Register shape/size
Register type/material

Supply

Branch

0 [Rect ~

700

Trunk
ShtMetl

700

200

200

4

4

Std roun |

(none) -~

(none) -

Std rect ~

Low or Non ~|
Rect =

LoworNonj
| 6.0 x12.0

Floor two wa_y

Duct layout

Max SB heating
Max SB cooling

© Gil Rossmiller 2010

‘User defined

-]

8000
4000

j‘l\e‘letal j

Btuh
Btuh

8 |Rect +| |

1. Total system flow will be + 5% of design flow.
2. Room flows will be + 10% of design flow. (I have allowed + 20%)
3. Total system static will be = 0.10 IWC of design.
4. Duct velocities are within Manual D recommendations.
Recommended Velocities (FPM)
Supply Side Return Side
Recommended Maximum Recommended Maximum
Rigid | Flex Rigid | Flex | Rigid | Flex Rigid Flex
Trunk Ducts 700 600 900 700 600 600 700 700
Branch Ducts 600 600 900 700 400 400 700 700
Supply Outlet Face Velocity | Size for throw L e
Return Grille Face Velocity | = ---—-----= |  ——eeeee | cmeeee 500
Filter Grille Face Velocity |  ---—--—- | —ccoceeee | e 300
Copy of Table 3-1 from ACCA Manual D
| UL | A U || TR R | W T e N el I Lo [ s M i I S 2R

RectTrunk/RoundBranch - n

fpm
fpm

in

Duct size

Automatic trunk reduction

Return

Branch

Trunk

ShtMetl

0 |[Rect ~

500

ShtMetl

500

200

200

Std roun |

Std roun ~| ***

8 |Rect +| |

(none) -

(none) -~

Low or Non ~|
Rect =

Low or Nonj
|24.0 x|24.0

Wall register_

j‘Metal j

fpm
fpm

in

Standard English (IP) size ~|

Use variable friction rate
Bi-level zoning

v
v
-
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Manual D
Duct Sizing

The required cfm to each room is relative to the rooms calculated load. Essentially if the room
requires 5% of the equipments capacity the room will need 5% of the blower cfm.

To determine the required cfm per room you must calculate the heating and cooling factors.
(Wrightsoft labels this as ‘Air Flow Factor’)

e Heating Factor = Blower Cfm/MIJ8 Heat Loss (for structure)

e Cooling Factor = Blower Cfm/MJ8 Sensible Load (for structure)
Solve for today’s house
e Heating Factor = 830/26,026 = .032

e Cooling Factor =995/15,736 = .063
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Design Information

Weather: Denver, S0, US

Winter Design Conditions Summer Design Conditions
Outside db 3°F Cutside db a0 “F
Inside db 70 °F Inside db 75 °F
Dasign TD 67 °F Design TD 15 °F
Daily range H
Relative humidity 50 %
Moisture difference -36 arlb
Heating Summary Sensible Cooling Equipment Load Sizing
|E.tru-:1ure 26025 Biuh | Structura 15736 Btuh |
8 [ €3 T o T G
Ceanfral vent (64 cfm) 2BET Btuh Cantral vent (&4 cfm) 877 Btuh
Hurmidification 0 Btuh Blower 0 Btuh
Fiping 0 Btuh
Equiprnant load 29891 Btuh Use manufacturer's data ¥
Rate/swing multiplier 100
Infiltration Equipment sensible load 18513 Btuh
Mathod Simplified Latent Cooling Equipment Load Sizing
Construction quality Avarago
Fireplaces [i] Structure 274 Btuh
Ducts 0 Btuh
Hai:}:i;lz':g Cc--::ulinéj Central vent (64 cfm) -1281 Btuh
HArea (f5 2 360 Equipment latent lcad 0 Btuh
Wolume () 14464 14464
Air changes/hour 0.28 015 Equipment total load 18513 Btuh
Equiv. AVF {cfm) &7 A5 Riaq. total capacity at 0.85 SHR 16 ton
Heating Equipment Summary Cooling Equipment Summary
Make Camier Make Carrier
Trade Camier Trade Base 13 Puron AC
Model EAMCEO0-12% Zond 24ABA324A30
GAMAID 144278 Coil CAP** 24144 ++TDR
ARlraf no. 738723
Efficiency 92,1 AFUE Efficiency 11.6 EER, 12 SEER
Heating input 40000 Btuh Sensible cooling 18148 Btuh
Heating output 33156 Btuh Latent cooling 3203 Btuh
Temperatura rise 44 °F Total cooling 21250 Btuh
i K Actual air flow 995 cfm
Air flow factor 0.032 cfm/Btuh | Air flow factor U063 chmvBiuh |
atic pressura uosan Sallc pressire 0.0 M HZ20
Spaca thermostat Load sansible heat ratio 1.00
Printout certified by ACCA to mest all requirements of Manual J 8th Ed.
"%L -+ srrightsoPe Righ-Suilsd Universal 7,116 REUE0E8 2010k Jan 26 10:12:25
AC CiDecuments arvd Settingsigrossmiller Deskiop' Desk TeptCCICC Mards 201 CCIEC March 2010 Manua JC Page 1
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Manual D
Duct Sizing

The Wrightsoft program does most of the work for you. The proper inputs are critical.

Determine your available static pressure:
1. Start with the static pressure you used for the equipment. Remember we used .7 IWC.
Enter the AC coil resistance. This found in the manufactures performance data.
Enter heat exchanger resistance. Ours was included with the performance data.
Enter supply registers and return grille resistance. We will use .03 IWC.
Enter filter resistance. Most performance data includes ‘cost effective’ filter.
Enter humidifier resistance, from manufactures performance data.
Enter balancing dampers if used.
Any other devices like air cleaners etc.

Static Pressure for Entire House
Heating Cooling
(in H20) (in H20) Supply Return

PN R WD

External static pressure (AR ([0.70] (ft) (ft)
Pressure losses Measured length of run-out 17 4
Coll 0.25 0.25 Measured length of trunk 3 6
Heat exchanger 0 0 Equivalent length of fittings 190 ses 105 ees
Supply diffusers 0.03 0.03
Return grilles 0.03 0.03 Total length 210 115
Filter 0.10 0.10 Total effective length 325
Humidifier 0 0
Balancing damper 0 0 FrictionRate  {eating Cooling
Other device 0 0 (in/100ft) (in/100ft)
Supply [[0.089] OK [[0.089] OK
Available static pressure 0.29 0.29 Return [[0.089] OK [[0.089] OK

This is the friction rate formula: ASP x 100/TEL

Where:

ASP = Available static pressure

100 = The friction rate is per 100 of duct length
TEL = Total Equivalent Length of ductwork

Solve:
.29 x 100/325 =.089

Per Manual D the friction rate must be not less than 0.06 and not more than 0.18.
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Manual D
Duct Sizing

Jab:
'*‘ wrightsoft Duc:t System Summary Date: Fab 2010
Entire House Ey:  Gil Rossmiller

Gil Rossmiller

Project Information

Far: Colorado ED Inst. March 2010

Haating Cooling

Extemal static pressure 070 inH20O 0.70 in H2O

Pressure losses 041 inH2O 0.41 in H2O

Available static prassurs 029 inH20O 0.29 in H2O

Supply / return available pressure 0197010 inH2O 0197010 in H2O

Lowest fricion rate 0.089 in/100ft 0.089 inM00ft

Actual air flow 230 cfm 295 cfm

Total effective length { TEL) 225 ft

Supply Branch Detail Table
Dasign Htg Clg Design | Diam Hx W Duct Actual Fto.Eqv
MName (Btuh} (cfmy) (frm) FR (in} (i) Watl Ln (ff) Ln (ft) Trunk
Bed 1-A C 1412 a7 a9 0.104 .0 0x0 Shit 200 160.0 st1A
Bed 3 [ 830 50 53 0.095 50 0x0 Shit 400 1550 st2A,
Bed 4 h 1418 45 45 0.108 4.0 0x0 Shit 280 145.0 st2
Dirirg [ 1076 34 k) 0.0a5 4.0 0x0 Shit 320 165.0 st2B
Kitchen C 1724 49 109 0.0a7 .0 0x0 Shit 440 180.0 st2A,
Kitchen-A C 1724 49 109 0.092 .0 0x0 Shit 390 165.0 st2B
Laundry h 539 20 18 0112 4.0 0x0 Shit 17.0 180.0 st
Liring- A C 1324 v &4 0115 50 0x0 Shit 18.0 145.0 st2
Living-B [ 1324 7 aq 0110 50 0x0 Shit 30 140.0 st2
hizster Bedroom C 1301 G5 a2 0.109 50 0x0 Shit 270 145.0 st
Master Bedroom A, [ 1301 65 Az 0116 50 0x0 Shit 17.0 145.0 at1
sk, Bath C G673 K] 43 0.089 4.0 0x0 Shit 200 190.0 st2
Reaedicn [ B850 53 ) 0116 50 0x0 Shit 220 140.0 at1
Reedionh C 859 53 ) 0112 50 0x0 Shit 17.0 150.0 st2
Feereation B C 859 53 =) 0.104 50 0x0 Shit 2140 160.0 st1A
StorageFurnace h 1081 34 0 0.100 4.0 0x0 Shit 7.0 180.0 st2
= wrightsoft- Right-Suils® Uriversal 7.1.16 R SUE23 2010 ban 26 10:12.:29

.EE’L CiDecuments avd Settingst grossmiller Deskiop' Desk TopiCC10C Mards 201 WCCICC March 2010 Manua JC Page 1
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Manual D
Duct Sizing

Duct preferences for today’s house

Fitting Preferences

Elbows Takeoffs

Rect supp |SB3 ﬂ QE’ Rect |2Hl ﬂ ﬁ
Metal Supply
Round supp IBAE j C;D Round | J0 J [%
Rectret  [BB3  eu @’ Rect |[6B1 J
Return

Round ret Iﬁﬂ C;—D Round Iﬁﬂ "‘%‘::
Flex 1T - @

Boots Trunk Junction Fittings

Supply |4AD j gm s Rectbr [T j :%
Retumn |6M ﬂ C%u Supply frunk Rnd br Wﬂ jﬁé%l

Flex Junctions Round trunk [or1 J %
3ducts | [11M ﬂ @ Rect branch [1oa ﬂ @f\

Return
>3ducts | [[12 == ﬁ Round branch [106 o &3

Transitions Fan Fittings

Rect [12C1 e @m Rect [iP I

Supply = Supply
Round [12A1 e % Round [1A -] @j—m
Rect [12F1 ﬂ %_ Rect [5K ﬂ i

Return Return

Round |[1201 = | &% Round |[5D J/%
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Manual D
Duct Sizing

Group 8. Elbows and Offsets

Energy Codes 2010 July

hd |

Picture | |y | Eq.Len.| Fitting Description

2A5 |20 Smooth elbow, R/D = 0.75

@ 2A5 |15 Smooth elbow, D =1.0
8AE |10 Smooth elbow, R/D »=1.5
gAT |30 4 or 5 piece elbow, RID =075
2AA 20 4 or 5 piece elbow, RMD =1.0
BAF |15 4 or & piece elbow, RID ==15
2A8 |35 3 piece elbow, VD = 0.75
8AB |25 3 piece elbow, /D = 1.0
8AH |20 3 piece elbow, R0 == 1.5
8A1 |73 Smooth mitered elbow

| » [\Elbowsl/offsets { Sup TR junctions {Ret TR juctions { Junction boxes

0K | Cancel ‘ |

Group 1. Supply Air Fitting at the Air Handling Equipment

Picture | D |EgLen.| Fitting Description

=

M

11

102

151

15

120

&5

20

120

30

&0

90 deqg. rect. elbow with transition

Rect. tee, no vanez, HW =05
Rect. tee, no vanes, HW = 1.0
Rect. tee with vanes

90 deg. rect. elbow - 107 min. from unit, no vanes

90 deqg. rect. elbow - 107 min. from unit, with vanes

90 deg. rect. radius elbow -10"min from unit, no vanes

-

:|I|\ Sup at Al A Sup take-offs £ Reducing take-offs £ Sup boots/stacks 4 Retat AlH 4 Ret BR fittin

ak | Cancel | |
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Manual D

Duct Sizin

Group 5. Return Air Fittings at the Air Handling Equipment

Energy Codes 2010 July

Picture | 0 |EaLen.|

Fitting Description

{5H2 |30

51 |45
si2 |30
= 511 |20
52 [15
513 |10
sk |10
Mﬁ
% 5. |75
[ (=4} | | 1 .I'I.

Square elbow, HW = 2.0

:Iiuil'rte'red'ins'ide corner elbow, HMf =1. I}
_I'.'Irtered |nsu:le corner elbuw |-|,n..'..r 2 I}

F‘.adlus-ﬂltmw R = I}25

Radius elbow, RAW = 0.50
Radius elbow, AW = 1.00

Square elbow with vanes

|Rect. 'tee, no vanes

Doct too werith srange

-

o]

Cancel | ' ‘

Group 2. Branch Take-Off Fittings at the Supply Trunk

1 | » |4 Sup boots/stacks } Ret at A £ Ret BR fittings A Ret joists/studs £ Elbowsioffsets A Sup TR jui

B

Fitting Description

=

Picture | 0 |EqLen.|

@/ 2H4 |85
2H5 |95

20 |65

M |75

e |85

23 |95

24 (100

25 (110

(210 [s0

211 |60

22 |65

213 |70

214 |75

2J5 |80

l2k0 [0

M 2}_‘:1 EEI}

_ Rect. frl:rm zide w'rth SCO0P, 4d5tr br

Rect. frl:rm zide wrth SCO0P, Sor ml:rre br

: Round frumtup nutransrtlun Ddstr br
_ Round frumtup nutransrtlun 1 dstr br

Round frumtup nutransrtlun sttr br

: Round frumtup nutransrtlun 3d3tr br
_ Round frumtup nutransrtlun 4d3tr br

Round frumtup nutransrtlun S or more br

: Round frumtup wrth round transrtlun I}dstr I:rr
_ Round frumtup wrth round transrtlun 1 |:Istr I:rr

Round frumtup wrth round transrtlun sttr I:rr

: Round frumtup wrth round transrtlun 3 |:Istr I:rr
_ Round frumtup wrth round transrtlun 41:Istr I:rr

Round frumtup wrth round transrtlun Sor more br

: Round frumtup wrth rﬂu:t transrtlun I}dstr br
_ Round frumtup wrth rﬂu:t transrtlun 1 dstr br

Round from top '.'.'rth reu:t transrtlun Edstr br

-

o]

Cancel | ‘

| «[» [\ Supat AH } Sup takeafrs A Reducing take-offs £ Sup bootsistacks £ Ret at AH £ Ret BR fittin
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Energy Codes 2010 July

Today’s House

Main Floor
bor o e an »
r
2" BO50 2060 306D
T ¥
I E\J\az- cim "
3020 -
- \ﬁéﬂaalh 10 cln
16-01" Master Bedroom Stair well it
3020

]{ L"|_|_||.- 1= \; Met. Closst ﬂx 109 cfm
T M [
il

==

u F K
\"2'3'-' cim \\am clm\\ 227 el

11
—1]
B ofm
I ﬂ{ \@»ax 12 ed
l Dining
3060 1512 34 cim

o B2 €I

—rT

I

160 Bed 1 Living |'|
Laundry
o A return air duct is not required to
£ /— each room, however a return air path is +
1 . el ¥ [
required. This could be a jumper duct
' 120 o or a transfer grille. Room to room
pressures should not exceed plus or
minus 3 pa. (pascals)
2210 Garage
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Energy Codes 2010 July

Manual D

Duct Sizing
Today’s House

Basament

- 4050, == ) = x
==
1607 J1
f
Hairs Bed 3 14°-0°
q:‘ud Fim q:}d clm ’Eaa clm

SATon
Ex12 ”

. —=5 ", 1e.0
[i0=0 57,1201 I
\ C4s /,.5',12.:::|| e
I"ocloallm 1l ! : 3
et g 7 5", 901
gy e " 12x6 ' 4107
aary 12740 107 40n [ r
.g'; S0 — e & |. /[u TR x
B SN U0 D | 175 5 i s 0 okt g
|4xa Ao -1"3'" Sioxs,ann .-: 4 o
o o AxE, 200
5600 3-1 ciry BxE 201
10x B 60T Storagel| umace Bedd acen ||| 1407
54 ¢im 0Es G0N | TET 1100 \ 45 cim
. 47, 1101 .
050 16X B, 301 5uan
[ [ o
= == =1
LB k2
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FZXG

Manual D
Duct Sizing

v, J.U IL

/ |

on |

i ", 2.0 f
e 4x8,2.0ft

8x8,2.0ft

Bed 4 4050




System Verification with Testing
Now that the designers have done their job it is now up to the builder and the trade contractors.

Contractor

Subdivision

Address

Lot

Energy Codes 2010 July

Date

Rough Duct Leakage

Duct Leakage
Leakage Maximum

Pass Fail

Rough Pressures & Flows

Static Pressure

Coil Present

Filter Removed

Cooling Speed

Return Pressure

Supply Pressure

Total Static Pressure
Maximum Static Pressure

yes

no

Pa.

Pass Fail

Air Cycler
Measured Flow
Design Air Flow

low

high

Pass Fail

Air Flow For Cooling
Design Air Flow
Total Supply Measured Air Flow

low

high

Pass Fail

Final Commissioning

Air Flow
All Rooms +-20% of Design
All Rooms <3Pa.

Pass Fail

Heating

Return Air Temp

Supply Air Temp
Furnace Heatrise
Furnace Heatrise Range

Pass Fail

Air Conditioning

Condenser Air Entering Temp
Target Subcooling from Mfg.
Liquid Line Temp

High Side Temp (from gauge
chart)

Actual Subcooling

<12 SEER=10
12SEER =15

3 degrees from target?

Pass Fail

Structural Floor Exhaust Fan
Measured Flow

Design Air Flow

__low

high

Pass Fail
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Energy Codes 2010 July

Contact Information:

Gil Rossmiller
E-Mail -- grossmiller@parkeronline.org
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